Manufacturers  of  interior  and  exterior  protective  coat- 
ings  for  industrial,  commercial  and  residential  struc¬ 
tures —  the  only  coatings  available  today  with  a  ten 
year  guarantee. 


AMERICAN  POLYSTRAT  CORPORATION 
54  FRANKLIN  ST.  -  RE  2-9623 


NEW  YORK  13,  NEW  YORK 
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POLYSTRAT  ACTS  AS  A  TOUGH, 
PROTECTIVE  ‘‘SKIN”  ON  ANY  EX¬ 
POSED  SURFACE 


Now  being  produced  In  the  United  States,  Polystrat 
eliminates  moisture  absorption  through  exterior  sur¬ 
faces.  When  properly  applied  to  any  structural  ma¬ 
terial  it  forms  a  permanently  bonded  shield  that 
reduces  cracking,  and  prevents  weathering,  chalking, 
rotting  and  interior  dampness. 


Polystrat  makes  the  substrate  to  which  it  is  applied 
completely  waterproof,  prevents  stone,  brick  or  ma¬ 
sonry  from  freezing  or  splitting  —  yet  allows  the 
material  to  "breathe”  and  expel  moisture,  thus  main¬ 
taining  a  low  interior  humidity. 
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POLYSTRAT  IS  IDEAL  FOR  STRUC¬ 
TURES  SUBJECTED  TO  ABNORMAL 
ATMOSPHERIC  CONDITIONS 


Polystrat  Is  a  combination  of  synthetic  resins  and 
plastics  of  varied  molecular  structures,  which  give 
the  compound  a  high  degree  of  elasticity,  durability 
and  resistance  to  factors  which  tend  to  break  down 
other  existing  coating  materials.  As  a  result,  Polystrat 
is  unaffected  by  corrosive  agents  in  such  industrial 
building  materials  as  cement  or  concrete,  brick  or 
cinder  block,  to  which  It  may  be  applied.  For  ex¬ 
ample,  when  applied  to  a  brick  wall,  Polystrat  effec¬ 
tively  seals  the  pores,  preventing  swelling,  erosion  of 
the  joints  and  disintegration  of  the  mortar  material. 
Polystrat  affords  effective  protection  against  driving 
rains,  salt  air,  air-borne  acids,  sand  or  dust. 


Use  Polystrat  instead  of  paint  on  the  exterior  and 
interior  of  office  buildings,  apartments,  schools, 
homes. 


Use  it  to  protect  warehouses,  storage  tanks,  bridge- 
work.  It  may  be  applied  on: 


Brick 

Cement 

Concrete 

Wood 

Building  Blocks 


Stone 

Iron 

Steel 

Asbestos 

Aluminum 


Polystrat  gives  new  strength,  lustre  and  beauty  to 
wood  frame  structures  by  Increasing  their  resistance 
to  weathering  and  extending  their  life. 


POLYSTRAT  CAN  BE  APPLIED  WITH 
ORDINARY  TOOLS  TO  ANY  SURFACE 


Polystraf  is  packaged  ready  to  use  -from  the  container. 
It  requires  no  mixing  or  additives,  and  can  be  applied 
with  a  brush,  roller  or  spray  gun. 


Polystrat  will  not  chip,  peel  or  crock.  After  setting  It 
retains  Its  basic  elasticity  —  will  expand  or  contract 
with  the  material  it  protects.  Polystrat  never  hardens 
or  flows,  even  In  temperature  extremes  ranging  from 
— 40°Fto  +  I90°F. 


Polystrat  Primer  ^1  is  specially  formulated  to  provide 
maximum  penetration  and  sealing  under  all  condi¬ 
tions.  It  will  work  equally  well  on  a  bare,  porous  sub¬ 
strate  or  one  that  has  had  many  previous  coats  of 
paint.  This  versatile  primer  can  be  applied  on  hot, 
cold,  or  wet  surfaces  —  it  can  be  applied  OVER 
Polystrat  Sealer  —  and,  because  it  is  of  the  same 
basic  composition  as  Polystrat  Weatherproof  it  inten¬ 
sifies  the  bond  between  the  final  coat  and  the  sub¬ 
strate  for  extra  durability  and  protection. 


Polystrat  can  be  used  in  spot  applicatlans,  should 
patching  be  necessary.  In  cases  where  cracks  appear 
long  after  application  as  a  result  of  settling  or  stress, 
the  cracks  may  be  tilled  with  Polystrat  Sealer  and  then 
Polystrat  can  be  re-applied  tor  complete  protection. 
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POLYSTRAT  BEAUTIFIES  AS  IT  PRO¬ 
TECTS  -  INCREASES  THE  LIFE  OF  A 
STRUCTURE  -  REDUCES  MAINTE¬ 
NANCE  COSTS 


Polystrat  is  available  In  a  wide  range  of  permanent, 
fast  colors,  or  can  be  applied  as  a  transparent  coat¬ 
ing  to  retain  the  natural  beauty  and  color  of  the  base 
material.  If  you  desire,  it  can  be  obtained  on  special 
order  in  any  color  or  hue  you  specify. 

Polystrat  will  cover  150  square  feet  to  the  gallon. 
Two  coats  are  required  for  best  results  —  three  coats 
may  be  necessary  where  transparent  Polystrat  is 
applied. "" 

*  Process  Marcel  Bertrand 
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PCLYSTRAT  TEN  YEAR  GUARANTEE 

The  Polystrat  Water  Proofing  System  is  guaranteed  to 
prevent  exterior  moisture  penetration  for  ten  years, 
without  peeling,  cracking  or  chipping  when  properly 
applied  to  the  outside  of  stable  exterior  walls  in 
accordance  with  our  printed  instructions,  provided 
that  a  five-year  maintenance  coat  is  applied  in  the 
same  manner.  The  manufacturer's  liability  under  this 
guarantee  or  under  any  other  circumstances  shall  be 
limited  to  the  price  of  the  material  purchased  and 
shall  not  extend  to  the  results  of  improper  or  incorrect 
use,  mixture  or  application  or  other  similar  or  dis¬ 
similar  causes  not  under  the  manufacturer's  contract. 
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POLYSTRAT  SEALER  SEALS  CRACKS 
TO  ASSURE  A  TIGHT,  WEATHER¬ 
PROOF  SURFACE! 


Of  the  same  basic  composition  os  Polystrot  Weather¬ 
proof  Coating,  Polystrot  Sealer  is  used  as  a  caulking 
compound  to  seal  door  and  window  openings  and 
to  patch  cracks  that  have  occurred  in  the  wall, 

Polystrot  Sealer  has  extremely  elastic  capabilities  to 
compensate  for  the  wide  variety  of  expansion  factors 
inherent  in  the  many  types  of  construction  materials, 
yet  will  not  sag  or  flow  during  application. 


POLYSTRAT  SEALER 


WITH  POLYSTRAT  SEALER  THERE  IS  NO  NEED  TO 
PREPARE  CRACKS  BY  WIDENING  OR  PRIMING 
THEM.  THE  COMPOUND  HAS  TREMENDOUS 
ADHESIVE  PROPERTIES  AND  WILL  MAINTAIN  A 
STRONG,  FIRM  BOND  TO  THE  SIDES  OF  THE 
CRACK  REGARDLESS  OF  THE  EXPANSION  AND 
CONTRACTION  OF  THE  SUBSTRATE. 


Polystrot  Sealer  will  not  lose  its  elasticity  with  age 
because  the  unique  formulation  of  molecularly  dis- 
similor  synthetic  resins  and  plastics  combined  with  a 
filler  of  specially  treated  micas  and  volconic  lava 
prevents  the  loss  of  the  plasticizers.  It  is  also  unaffec¬ 
ted  by  temperatures  between  — 40“F  and  +I90°F. 
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P0LY5TRAT 

CHARACTERISTICS  &  PROPERTIES 

COMPOSITION 

A  fluid  composition  of  synthetic  resins  and  plastics  of  dissimilar  molecular 
structure. 

RESISTANCE 

Unaffected  by  rain,  salt  air  or  spray,  sand,  dust,  air-borne  industrial  waste, 
acids,  soot,  smog,  chemical  agents  in  the  substrate,  ultra-violet  light  and  tem¬ 
peratures  between  — 40°F  and  +  I90°F. 

ADHERENCE 

Bonds  effectively  to:  concrete,  cement,  brick,  wood,  building  blocks,  stone,  iron, 
steel,  asbestos,  aluminum.  Will  expand  and  contract  with  surface  it  protects, 
will  not  bubble. 

DURABILITY 

Will  not  powder,  chip,  peel  or  crack.  Retains  its  adhesive  properties  for 
the  practical  life  of  the  substrate. 

PREPARATION 

Clean  walls  thoroughly  until  free  of  loose  mortar,  dirt,  previous  paints,  grease 
spots,  etc. 

APPLICATION 

Polystrat  coating  is  ready  for  use  directly  from  the  container.  It  requires  no  mix¬ 
ing  or  additives.  It  is  applied  with  brush,  roller  or  spray  gun.  All  cracks  should 
be  filled  with  Polystrat  Sealer,  according  to  directions. 

Apply  one  coat  of  Polystrat  Primer  *"1  with  brush  or  roller.  (Dilute  Polystrat 
Primer  "^1  Us  with  water  and  stir  slightly  for  best  penetration.)  Let  dry  one 
hour. 

Apply  Polystrat  Sealer  on  all  cracks,  holes,  window  and  door  edges.  Let  dry 
from  1  2  to  24  hours  depending  upon  the  degree  of  humidity  in  the  air. 

ON  OLD  SURFAOES:  (brick,  masonry  and  concrete) 

Apply  the  first  coat  of  Polystrat  Weatherproof.  Allow  it  to  set  for  about  30 
minutes,  then  apply  the  second  coat. 

(For  ease  of  application,  a  maximum  of  1  qt.  of  water  per  5  gallons  of  Polystrat 
may  be  added.) 

COVERAGE 

ON  NEW  SURFAOES:  (brick,  concrete) 

Apply  first  coat  of  Polystrat  Weatherproof  and  let  dry  30  minutes  or  more.  (For 
the  first  coat  U2  gallon  of  water  per  5  gallons  of  Polystrat  may  be  added  for 
ease  of  application  and  absorption.) 

Apply  second  coat  without  adding  any  water. 

One  gallon  will  cover  an  area  of  approximately  ISO  square  feet  when  applied 
according  to  directions. 

CLEAN-UP 

COLORS 

Clean-up  is  simple.  Just  wash  tools  with  water  immediately  after  use. 

Available  in  a  wide  variety  of  colors  and  in  a  transparent  finish.  Custom  colors 
will  be  mixed  to  special  order. 

WEIGHT 

1 0  lbs.  per  gallon. 
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Testing  Company  Report 

Name  of  testing  company  available  on  request. 


#20840 

Subject:  Capillary  Test  July  29,  1963 

Two  (2)  samples  of  “Coated  Material’’  sampled  and  identified  by  Client  for  capillarity.  Authorization  dated 
6-25-63. 

Test  Procedure: 

The  samples  were  positioned  in  a  pan  and  water  was  added  to  a  height  of  one  (1)  centimeter. 

Original  weights  were  obtained  and  the  samples  were  reweighed  at  intervals  of  one  (1),  two  (2),  four 
(4),  eight  (8),  and  twenty-four  (24)  hours,  also  at  five  (5)  and  ten  (10)  days. 

The  water  level  was  maintained  at  one  (1)  centimeter  throughout  the  test  period. 


Test  Results:  Weight  Gain,  pet. 

Red  Brick 

White  Stone 

Control 

Specimen  #1 

Specimen  #2 

Specimen  #3 

Control 

Specimen  #1 

Specimen 

1  hour 

10.6 

0.12 

0.12 

0.1  1 

6.6 

0.08 

0.23 

2  hours 

10.7 

0.12 

0.12 

0.1  1 

8.7 

0.16 

0.23 

4  hours 

10.9 

0.12 

0.12 

0.1  1 

1  1.9 

0.16 

0.23 

8  hours 

1  1.3 

0.21 

0.24 

0.16 

12.5 

0.33 

0.46 

24  hours 

12.0 

0.28 

0.50 

0.20 

14.2 

0.33 

0.46 

5  days 

13.0 

0.44 

0.83 

0.39 

14.8 

0.90 

1.39 

10  days 

13.4 

0.44 

0.88 

0.41 

14.8 

1.15 

1.39 

#20840-1 

Subject:  Accelerated  Aging  Test  August  16,  1963 

One  (1)  sample  of  Polystrat  coated  cement  700  grams/square  meter  (2.6  oz.  per  sq.  ft.)  and  one  (1)  sam¬ 
ple  of  Polystrat  coated  wood  600  grams/square  meter  (2.3  oz.  per  sq.  ft.),  sampled  and  identified  by  Client 
for  cyclic  exposure.  Authorization  dated  6-25-63. 


Test  Procedure: 

The  samples  were  subjected  to  twenty-five  (25)  cycles  of  the  following  alternating  conditions: 

Two  hour  exposure  to  ultra-violet,  50°  C.  (122°  F.)  (S-1  Sunlamp) 

Two  hours  exposure  at  -10°  C.  (14°  F.) 

3.  Two  hours  exposure  to  artificial  rain. 

4.  Two  hours  exposure  at  -10°  C.  (14°  F.) 

Sixteen  hours  exposure  at  20°  C.  (68°  F.)  and  90%  R.H. 


1. 

2. 


5. 


Test  Results: 


Cyclic  Exposure,  25  Cycles 


Sample 


Result 


Polystrat  Coated 
Cement,  3  specimens 


No  cracking,  crazing  or  other  visible 
signs  of  deterioration  of  the  coating. 


Polystrat  Coated 
Wood,  3  specimens 


No  cracking,  crazing  or  other  visible 
signs  of  deterioration  of  the  coating. 
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